
New Installation

Fix the luminaires by Screws Steel pipe

Caution:
Switch Off the Power Supply
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LED High Bay Light

Check whether it concerns an AC(Alternating Current)based or DC(Direct
Current) based system

The product (LED lighting equipment, electrical , electronic equipment) should not be placed in
municipal waste. Check local regulations for disposal of electronic products.
   Features and specifications are subject to change without notice.
   The product color may be different with actual due to discrepancy of camera or screen settings.

Caution:

 Turn power Off During Installation.
    Do Not Connect Or Disconnect Unaer Load
 Caution Risk of Fire.
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  Bracket dimension

Packing List

LED High Bay Light   :1PCS

Quick Installation Guide:1PCS

Drill 1 screw holes by expansion
screwson the roof

Roof/Wall

AC Based System DC Based System
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Connect the wires

*AC L(Brown or Black)
*AC N(Blue or White)
*AC  (Green/Yellow or green)

wires
Steel pipe

For medium and large size:
A1:240mm(9.4 inches)
B:113.5mm(4.5 inches)
C:10.5mm(0.4 inches)
D:48.75mm(1.9 inches)
E:Ï23.0mm(0.9 inches)
F:Ï20.5mm(0.8 inches)

For small size
A2:201mm(7.9 inches)
B:113.5mm(4.5 inches)
C:10.5mm(0.4 inches)
D:48.75mm(1.9 inches)
E:Ï23.0mm(0.9 inches)
F:Ï20.5mm(0.8 inches)

AOK-100WoH

 Please check the operating voltage range before installation, do not use the luminaire out
 of the working voltage range.


 If dimming function needed, please un-seal the dimmable cord and wire them to dimmer/sensor


